NOTES:

1. TYPE 1 Dk 3.0 N 3.2 BASE PLATE MAY BE SUBSTITUTED WITH TYPE 2 Dk 3.0 N 3.2 BASE PLATE.

2. IF TYPE 2 Dk 3.0 N 3.2 BASE PLATE IS USED IN PLACE OF TYPE 1 Dk 3.0 N 3.2 BASE PLATE,
THEN THE UPSLOPE THREAD-BAR ANCHOR IS NOT REQUIRED.

3. BASE PLATES ARE INTERCHANGEABLE FOR ALL FOUNDATION TYPES.

Dk 3.0 N 3.2 TUBULAR STRUT BASE PLATE TYPE 1 DETAILS
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PLAN VIEW

BASE PLATE - STEEL Fe E 355 (1)

HIGH GALVANIZATION PROTECTION ACCORDING PLAN VIEW

TO STANDARD DIN 2078

NOTE:
TO BE SUPPLIED BY MACCAFERRI PER WSL GUIDELINES.

Dk 3.0 N 3.2 TUBULAR STRUT BASE PLATE TYPE 2 DETAILS (SEE NOTE 1)
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DOUBLE BASE PLATE - STEEL Fe E 355 (1)
HIGH GALVANIZATION PROTECTION ACCORDING
TO STANDARD DIN 2078

/’ TUBULAR MICRO-PILE - STEEL Fe E 355
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SHAPED BASE PLATE - STEEL Fe E 355 (2)
HIGH GALVANIZATION PROTECTION ACCORDING
TO STANDARD DIN 2078

Dk 3.0 N 3.2 TUBULAR STRUT BASE PLATE DETAILS

ALL UNITS ARE IN mm UNLESS OTHERWISE NOTED
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7400 Shoreline Drive, Suite 6

Stockton, California 95219
www.kanegeotech.com

DRAWN:
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